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GOLF IRRIGATION | Built on Innovation®

FEATURES
• Instant control of stations, blocks and programs
• Fewer buttons to push
• Instant audio confirmation of commands
• Hunter’s famous StraightTalk™ Technology: Enables wireless  

remote control at ranges up to 3.5 km whether or not the  
central computer is turned on

• Easy commands that show in display before sending
• Compact size, industrial construction
• Suitable for two-way voice communication with crews and office
• High signal output: 2 watts, UHF (450–470 MHz)* 

* Note: Licence required in most countries

TRNR Radio
Height: 10.25 cm  
Width: 5.25 cm  
Depth: 3 cm  
Weight: 200 grams

Application: Golf
Range: Up to 3.5 km
Type: Remote ControlMAINTENANCE RADIO

FEATURES
• Program or re-program decoder stations, whether new or installed
• Program any station numbers in any order, or skip stations for  

future expansion
• Turn decoder stations on and view solenoid status, current in milliamps, 

and more
• Built-in voltmeter for decoder path
• Communicates with decoders directly through plastic case: wireless 

electro-magnetic induction saves waterproof connectors
• Communicates through the top of DIH rotors- no cover  

removal required

Type: Decoder ProgrammerICD-HP

 
ICD-HP

WIRELESS HANDHELD  
DECODER PROGRAMMER

ICD-HP
Height: 21 cm 
Width: 9 cm 
Depth: 5 cm 

Packaged in an outdoor carrying case, this complete kit 
includes probes, induction cup, cable, USB power cable for 
bench use, and 4 AA batteries for field work.

PILOT® SOFTWARE  PILOT® CONTROLLER  PILOT® DECODERS  WEATHER STATION   MAINTENANCE RADIO  ICD-HP 

Cross References:
Maintenance Radio

ICD-HP




