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FEATURES
• Includes built-in 60-day data logger: With onboard evapotranspiration (ET) 

calculation (modified Penman-Monteith equation for turf grass)
• Wireless package uses 2.4 GHz licence-free technology

 - 2.4 GHz radio systems can reach up to 3 km
 - In rural areas, try the licence-free, 900 MHz radio for links up to 800 m

• Wired systems use Hunter GCBL, direct-bury cable with a range of 1.25 km 
(dedicated 9-pin serial computer port required)

• Optional solar panel kit provides wireless power
 - Simple installation and versatile mounting with on-board 800 mAh  
rechargeable gel cell battery with 18 VDC transformer and  
7 m power cable.

• Weatherproof construction: With UV stabilised enclosure, weather-proof 
external connectors and long-life coated circuit boards

• UL, c-UL and CE certifications

TurfWeather Station
Height: 61 cm   
Width: 40.5 cm  
Depth: 38 cm  
Weight: 6 kg

Application: Golf
Range: Wireless 1 km
Type: Weather StationWEATHER STATION

COMPLETE PACKAGES INCLUDE HUNTER WEATHER SOFTWARE

Model Description

TWHW Wired communications to central computer – GCBL cable is required

TW24 2.4 GHz licence-free radio communication to central computer

TW916 916 MHz licence-free radio communication to central computer

TW922A 922 MHz licence-free radio communication to central computer

TWSUN Optional solar power kit for all TurfWeather models

PILOT® SOFTWARE  PILOT® CONTROLLER  PILOT® DECODERS   WEATHER STATION   MAINTENANCE RADIO  ICD-HP
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